
Follow these instructions carefully and step by step. The rigging lines of the boat could tangle easily 
so do not undo the lines until instructed. 

1. Unwrap the hull and stand. Place the hull into the stand with the hull facing forward to your right. Keep the 
starboard side of the boat facing you in order to follow the instructions and to compare with the diagrams.  

1a. Study the open eyes of A, B, C, D, E, & F. There are also two eyes on the back transom of the boat for the 
rudder. They each have a fi xed position that corresponds to different rigging lines and sail sheets of the boat. See 
photo (1)

2. Unwrap the rudder w/tiller. You will fi nd two bent wires to represent pintles on the rudder. Place 
these down through the two eyes on the transom of the boat. See photo (2)
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2a.  Unwrap the packing of the mast. You will find a brass hole near the bottom of the mast. The brass hole must face towards 
the stern of the yacht. Insert the mast into the mast step in the center of the deck. The main sail is attached to the mast. Insert the pin 
at the end of the mainsail boom into the brass eye at the base of the mast. See photo (3)

3.  On the mast, you will find two sets of black shroud lines, one set is for each side of the boat. Attached the wires at the end 
of these lines to eyes A on both the port and starboard sides.  See photo (3)

3a. At the top of the mast is a black backstay line. Hook this down to eye C on the aft deck. See photo(3)

3b. There is a black forestay line attached to eye M1 on the front of the mast. Hook this line to eye D on the front bow. See 
photo (3)

3c. Finish attaching the main sail by hooking the two mainsheet lines to eyes B. The port side has two another part of the 
mainsheet line that comes up to a block on the boom, runs along the boom to another block and then ends with a hook w/coiled rope. 
Attach this hook to eye F on the centerboard trunk. See photo (3)

4. Attach the jib sail by hooking the tack end of the sail to eye D on the bow of the boat. The top head of the sail has a jib hal-
yard block w/hook. This attaches to eye M1 on the mast just below the brass jumper. Lead the halyard line down the mast and tie it 
off on the cleat at the front of the mast towards the deck. Finish the jib by attaching the sheet line to eye E on the port side top deck. 
See photo (4)  

                                            Your Sail Classics Lightning Model should now be complete. Enjoy!
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